
YT LOK- AYT LOK-A

Type I Type T

4 pcs 7 16 UNF x 1/ " "

high tensile bolts

2 13 54.0. ( )

A

C

D

E

1 25 4( . )

1 14 29. ( )

0.28(7.0)

F

1 62 41 2. ( . )

B

Standard

2 13 54. ( )

A

C

D

0.28(7.0)

E

1 62 41 2. ( . )

B

Standard

4 pcs 7 16 UNF x 1/ " "

high tensile bolts

Isolate

4 pcs sealing rings

Equalize

Isolate

0 47 12.0. ( )

0 47 12.0. ( )

1 26.

( . )32 0

3 38.

( . )85 9

3 74.

( . )95 0

2 56.

( . )65 0

4 23.

( )107.4

9.32

( )236.7

C

1 14 29 0. ( . )1 25 4( . )

For Tube End

For Tube End

Inlet Process/ Outlet Instrument/

Basic Ordering Number

Dimension in mm, . ( )Connection Type and Size

A B C D E

Flanged - - -3V FL I

Vent Test/

Flanged 1 4 Female NPT Optional/
3 38.

( . )85 9

3 74.

( . )95 0

2 56.

( . )65 0

4 88.

( )123.9

9.32

( )236.7

Inlet Process/ Outlet Instrument/

Basic Ordering Number

Dimension in mm, . ( )Connection Type and Size

A B C D E F

12mm YT LOK- - - -3V YT12M T

1 2 YT LOK/ " - Flanged - - -3V YT8 T

Vent Test/

1 2 Female NPT/ - - -3V NT8F T

With Vent Test Plug or Bleed Valves/ &

With Vent Test Plug or Bleed Valves/ &

1 4 Female NPT/

Optional

15 16

Isolate

Equalize

Isolate

2 pcs sealing rings




